DAP Komple Paslanmaz Celik Dalgic Pompalar / Complete Stainles Steel Submersible Pumps

PLP 10125

352 370 387 405 423 440 458 476 493 511 528 546 564 581 599 616 634 652 (GPM)

Hm (m) TDH(Feet)
“ 20 e |
260 E;]il:erinzwleranle N ISO 9906 Ek A ya uygundur 853

Todlerance of curves according EN 9906 AppendixA

240 787
220 722
200 656
180 590
160 525
140 459
120 ] 304
100 328

80 262

60 {107

40 131

T
20 66
0

0
80 84 88 92 96 100 104 108 112 116 120 124 128 132 136 140 144 148 (m’h)
22,2 23,3 24,4 25,6 26,7 27,8 28,9 30,0 31,1 32,2 33,3 34,4 35,6 36,7 37,8 38,9 40,0 41,1 (I/sec)

np
77 (%)
75
Pompa Vgrimi
73 Pump Efficiency
71
69

133314001467 1533 1600 1667 1733 1800 1867 1933 2000 2067 21332200 2267 2333 2400 2467 (I /min)

juny
o

12,75

12,25

Giig - Power

11,75 HP / Kademe - Stage

11,25

10,75
Q (Debi- Flow Rate )

Hidrolik calisma karakteristikleri 15°C deki suyla ve 1 bar atmosferik basing altinda alinmistur.
The hydroulic working characteristics have been calculated with water at 15°C at the atmospherical pressure of 1 bar.

Performans egrileri kinematik viskozite v=1mm?/s ve yogunluk p=1000 kg/m* temel alinarak olusturulmustur.
Performance curves are based on the kinematic viscosity v=1mm?/s and densty p=1000 kg/m’

« Firmamiz haber vermeden nik 6l¢ii ve 1 O 1
c € @ degerlerde degisiklik yapma hakkini sakli tutar.




